
Features Self-Adjusting Technology with
Automatic “Wa l k -Through’ Sensing
A PPL IC AT ION
Leviton’s Cat. No. ODS15 - ID Decora Wall Switch Passive Infrared
( PIR) Occupancy Sensor is used to provide automatic lighting con-
trol for energy savings and convenience in a variety of commercial
applications, including:
• Small offices • Conference rooms • Storage areas
• Restrooms • Class rooms • Lounges

The ODS15 - ID can be used for automatic switching of incandescent
lamps and low-voltage lighting with electronic and magnetic ballasts.
The unit also features a manual override switch that can be used to
keep lights OFF while an area is occupied, which may  be desired in
conference rooms and other areas during slide or film presenta-
tions. The unit installs in place of a single-pole wall switch and fits in
a standard wall box. The unit requires a ground connection. 

OPERAT ION
The ODS15 - ID uses passive infrared (PIR) detection technology to
monitor a room for occupancy through a segmented Fresnel lens.
This specialized lens divides the field of view into sensor zones.
When a person passes into or out of a sensor zone, the sensor
detects motion and switches the lights ON. The lights will remain ON
as long as there is an occupant moving through the sensor zones.

A delayed-O FF time adjustment prevents the lights from switching
O FF when the space is occupied. In order to keep the lights ON, a
person must pass through a sensor zone at least once during the
selected delayed-O FF time interval. An LED indicator blinks each time
the u n i t detects activity in the sensor zones. When the space being
monitored by the sensor is unoccupied for the length of time chosen
as the delayed-O FF interval, the unit will beep 3 times. Ten seconds
after the last warning beep, the unit will switch the lights OFF.

To ensure longer service life and compatibility with electronic ballasts,
the d e v i c e carefully times its switching contact opening and closing
with the zero crossing point of the AC power curve. This minimizes
contact wear caused by in-rush currents from electronic ballasts.

An exclusive Wa l k -Through feature addresses the common 
situation where personnel may only enter a room momentarily. Th e
Wa l k -Through feature provides increased energy savings by not leav-
ing the lights ON for an extended period after only momentary occu-
p a n c y. The u n i t will switch lights ON when it detects a person
entering the area it is monitoring. However, if the ODS15 - ID does not
continue to detect activity during the 2-1/2 minutes immediately fol-
lowing the initial entry, it will automatically go to a short 2-1/2 minute
d e l a y e d -O FF mode. After this 2-1/2 minute time interval expires, the
unit will beep 3 times and then wait 10 seconds before switching the
lights OFF. 

Cat. No. OD S 15 - ID

Push-button Manual Override Control
For manual control, the O D S 15 - ID features a convenient push-button
switch. If the lights are OFF, pressing the button will turn lights ON
and keep them ON for as long as the room is occupied. The lights
will be turned OFF once the room is vacant, after the delayed-O FF
time expires. If the lights are ON, pressing the button will turn lights
O FF and keep them OFF even if the room is occupied. This feature is
p a rticularly useful for slide or film presentations. The lights can be
turned back ON by simply pressing the button. The unit will then
return to normal operation. If the button is not pressed to turn the
lights back ON and the unit does not detect any motion during the
d e l a y e d -O FF time interval, the lights will remain OFF. The unit will
then return to normal operation where the lights will remain OFF
until it detects occupancy and automatically switches lights ON.

M a n u a l -ON/ A u t o -OFF Mode
In this mode, the unit will not turn lights ON automatically when
motion is detected. Lights can only be turned ON manually by
pressing the push-button. The lights will remain ON as long as the
unit detects activity in the sensor zones. It will shut lights OFF auto-
matically after the space becomes unoccupied and the delayed-O FF
time expires. Lights can also be turned OFF manually at any time by
pressing the push-button. This mode is ideal for areas where man-
ual ON switching is required but automatic OFF switching is desired
for energy savings.

Decora Wall Sw i t c h
Occupancy Sensor ODS15-ID
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ENH A NCED ADJUST MENT OP T IONS
The O D S 15 - ID is preset to deliver optimum performance in a wide
variety of commercial applications. There are optional adjustments
for sensitivity, ambient light override, delayed-O FF time, and  field-
o f - v i e w. These adjustments will customize the performance to meet
the needs of a specific installation. To avoid tampering, all adjust-
ments can only be accessed by removing the control panel cover. A
small flat-head screwdriver can be used to adjust the control knobs,
and the field-of-view blinders are finger-tip operated. Controls are
labeled as follows:

B l i n d e r s
I n t e gral sliding blinders on each side of the lens may be used to
restrict the 180° field of view down to 32°. This will prevent
unwanted detection in areas such as hallways.

Ti m e
The delayed-O FF time is preset at 10 minutes. A choice of four
d e l a y e d -O FF time settings is available: 30-seconds (for walking test
purposes only), 5 minutes, 10 minutes, and 20 minutes. Unit will
beep when adjusting knob is set to the indicated time value.

S e l f - Adjusting Delayed-OFF Time Feature—Provides 
optimum convenience and energy savings by preventing unneces-
sary ON/OFF light switching. During periods of occupancy where
there is little activity and infrequent motion detection, the delayed-
O FF time setting is automatically increased, up to a maximum of
30 minutes. During periods of occupancy where there’s more
activity and frequent motion detection, the delayed-O FF time set-
ting will automatically be decreased. The decreased delayed-O FF
time setting will be in effect after the unit has timed out and the
next period of occupancy begins. The delayed-O FF time will not be
reduced beyond the preset 10 minute interval or the custom-
selected time interval. 

R a n g e
Reducing the coverage range allows the unit to ignore motion at the
far end of its range and avoid unnecessarily switching lights ON. Th e
range can be adjusted from 100% to 36% of the total coverage area.

L i g h t
The O D S 15 - ID is factory preset without any ambient light override in
effect. This means the unit will switch lights ON when it detects
o c c u p a n c y, regardless of the amount of natural sunlight present. To
m aximize energy savings in some installations, the ambient light
override feature will prevent the u n i t from switching lights ON when
there is ample natural sunlight, regardless of occupancy. This adjust-
ment should be made when the ambient light is at the level where
no artificial light is needed.

S e l f - Adjusting Ambient Light Override Feature—After the
ambient light override level has been set, the s e n s o r will compen-
sate for changes in lighting requirements. The push-button can be
used to turn lights ON at any time, regardless of the override setting.
When the push-button is used, the u n i t automatically resets the
ambient light override based on the natural light level at that time.
To return the ambient light override back to the original setting,
press and hold the push button down for approximately three sec-
onds until the unit beeps, indicating the original level is restored. 

FIELD OF VIE W
The ODS15 - ID provides a180° field of view with a maximum cover-
age area of approximately 2100 square feet. The maximum sensing
distance in front of the sensor is 40 feet, and at each side is 30 feet.
A “small-motion” zone detects relatively small body movements and
allows the lights to stay ON even though a person may not be mov-
ing or walking around the room. The remainder of the field of view,
the “large-motion” zone, exhibits a lesser degree of sensitivity and
requires larger movements.
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Cat. No. OD S 15 - ID

SPE CIFIC AT IONS :
The device listed herein shall be Leviton Commercial Specification
Grade Decora Wall Switch Occupancy Sensor, capable of detecting
infrared emissions from human presence and responding by switch-
ing incandescent, low-voltage, and fluorescent lighting loads on. If
this unit does not detect movement after a present period of time, it
will respond by switching its assigned load off. The unit shall switch
at the zero crossing point of the AC power curve to ensure max i-
mum relay contact life and compatibility with electronic ballasts. 

Wall Switch Occupancy Sensor shall be equipped with a push-
button to provide manual on/off switching. Unit shall provide a
walk-through feature to prevent lights from remaining on for
extended periods after momentary occupancy in the area being
monitored. Leviton Decora Wall Switch Occupancy Sensor shall 
feature self-adjusting delayed-O FF time and ambient light override
capabilities. Unit shall also provide sensitivity adjustment and inte-
gral sliding blinders to customize the horizontal field of view. Unit
shall be capable of providing optional manual-on/automatic-off
o p e r a t i o n .

FE AT URES AND BENEFI TS
• Self-adjusting delayed-O FF time interval compensates for real-time
occupancy patterns, preventing unnecessary ON/OFF switching.

• Exclusive Wa l k -Through feature provides increased energy savings
by not leaving the lights ON for an extended period after only
momentary occupancy.

• N e w, low-profile design eliminates obtrusive “scanning-device”
look. Elegant Decora styling complements any interior; uses
Decora wallplates and coordinates with Leviton’s popular line of
Decora wiring devices.

• 180° field-of-view provides approximately 2100 square feet of
coverage suitable for small offices, conference rooms, class rooms,
stock rooms, lounges, restrooms, warehouses and a variety of
commercial areas.

• Convenient push-button provides manual ON/OFF light switching
at any time.

• Segmented Fresnel lens provides optimum sensitivity and perf o r-
mance. Designed with an extensive “small motion” area where
even slight body movements will be detected.

• Horizontal field of view may be adjusted between 180° and 32° of
arc by using integral blinders located on either side of the lens.

• Optional manual adjustment for delayed-O FF time settings of 30
seconds (for walking test), 5 minutes, 10 minutes and 20 min-
utes. Allows customized adjustments to maximize energy savings. 

• Adjustable Ambient Light Override ranges from approxi-mately 2
foot-candles (2 lux) to 500+ foot-candles (500+lux) to prevent
lights from turning ON automatically during periods of ample nat-
ural light, increasing energy savings.

• Self-Adjusting Ambient Light Override compensates for changes in
lighting requirements after override level has been set. 

• M a n u a l -O N / A u t o m a t i c -O FF mode for installations where manual
ON switching is required but automatic OFF switching is still
desired for energy savings.

• LED indicator light flashes when sensor detects motion to verify
detection is active.

• Unit beeps 3 times after delayed-O FF time expires, then waits 10
seconds before turning lights OFF.

• One unit can be used for either 120V or 277V lighting. Compatible
with both electronic and magnetic ballasts.

• Relay switches at the zero crossing point of the AC power curve 
to ensure maximum contact life and compatibility with electronic
ballasts. 

• Fits in standard wallbox and replaces single-pole wall switch;
ground connection required. Gangable with other units.

• UL Listed and CSA Certified, complies with California Title 24
E n e r gy Code and FCC Regulations.

• Limited Five-Year Wa r r a n t

DIMENSIONAL DI A GRA MS
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INSTA L LAT ION
The ODS15 - ID is preset to deliver optimum performance in a
wide variety of applications without requiring any adjustments
during installation. Exclusive self-adjusting operating features will
automatically compensate for real-time occupancy patterns to
provide maximum convenience and energy savings. The unit
may replace a single-pole wall switch mounted in a standard
wallbox. The unit must be properly grounded in order to oper-
ate. The unit’s integral blinders may be used to restrict the field
of view to prevent unwanted detection of hallway traffic. It
should be positioned at least 4 feet away from HVAC regi s t e r s .
The switch located under the push-button provides three 
operational setting: “ON” turns the lighting load ON indefinitely
(motion detection not active), “OFF” disconnects the lighting
load from the power for relamping purposes, and “A U TO” 
activates automatic motion detection. Note that whenever the
unit is powered up, it will take approximately 1 minute to begi n
normal operation.

W IRING DI A GRA M

EL E CT RICAL RE QUIREMEN TS

Line Vo l t a g e 120 / 277 VAC

Operational Fr e q u e n c i e s 6 0 H z

Wire Designation L i n e — B l a c k
L o a d — B l u e
G r o u n d — G r e e n

Load Rating F l u o r e s c e n t :
18 0 0 VA @ 120 V
4 0 0 0 VA @ 277 V
Incandescent: 
1800W @ 120 V
Motor: 1/4 HP @ 120 V

ORDERING INFORM AT ION

Cat. No. Cat. No. Cat. No. Cat. No. D e s c r i p t i o n
I v o r y Wh i te G r a y A l m o n d

O D S 15 - ID I O D S 15 - IDW O D S 15 - ID G O D S 15 - IDA Decora Wall Switch 
Occupancy Sensor, 
with self-adjusting features
120 / 277V rating

Cat. No. OD S 15 - IDPH YSICAL SPE CIFIC AT IONS

Operating Temperature Range 0°C to 50 ° C

Storage Temperature Range - 10°C to 85°C

Relative Humidity 20% to 90% non-condensing

Agency Approval UL Listed/CSA Cert i f i e d
Complies with California Title 24 

E n e r gy Code
Complies with FCC Regulations
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